
COB LED Spot Lights 

Specifications:
 Power: 3-7W

 Voltage: 12VDC/85-265VAC
 Socket: MR16/GU10/E14/E27 
   Color: 2800-3200K / 4000-4500K / 6000-6500K
 Operating temperature: -20 to + 45°C

      Material: Aluminum + PC
      Light Degradation: < 5% in 20,000 hours

Beam Angle: 60°
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ENSP-3WCOBMR16-01 Φ 50 61
ENSP-3WCOBGU10-01 Φ 50 61
ENSP-3WCOBE27-01 Φ 50 61
ENSP-3WCOBE14-01 Φ 50 61
ENSP-5WCOBMR16-01 Φ 50 71
ENSP-5WCOBGU10-01 Φ 50 71
ENSP-5WCOBE27-01 Φ 50 71
ENSP-5WCOBE14-01 Φ 50 71
ENSP-7WCOBMR16-01 Φ 50 86
ENSP-7WCOBGU10-01 Φ 50 86
ENSP-7WCOBE27-01 Φ 50 86
ENSP-7WCOBE14-01 Φ 50 86
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Input
Voltage 12VDC 12VDC 12VDC

Freqency

Power
(W) 3 3 3 3 5 5 5 5 7 7 7 7

LED

PF

Base MR16 GU10 E27 E14 MR16 GU10 E27 E14 MR16 GU10 E27 E14

Color
Temperature

Beam
Angle

Operation
Temperature

CRI

Lumen
(lm) 240 240 240 240 450 450 450 450 600 600 600 600

Material

Packing
Dimension

(mm)

Net Weight/
Gross Weight

(Kgs)

85-265VAC

50-60Hz

200pcs
500×320×400

200pcs
10.8/12.0

200pcs
500×320×400

200pcs
12.6/14.0

160pcs
500×320×400

160pcs
11.7/13.0

Sanan COB

>0.6

2800-3200K / 4000-4500K / 6000-6500K

60°

-20℃～+45℃

＞80

Aluminum + PC

85-265VAC 85-265VAC
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